
MIR 30 YOUNG
MIR 30 YOUNG-MF
MIR 60 YOUNG
MIR 60 YOUNG-MF 
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NEWA Mirabello young 

FILTERING MATERIALS

EN) SPARE PARTS AND ACCESSORIES  

Active Charbon pellets 		  cod. 00.11.230

Active Charbon granules		 cod. 00.11.231

Active Charbon mixture		  cod. 00.11.232

Anti-Phosphate		 cod. 00.11.240

Anti-Nitrate cod. 00.11.241

Active-Zeolite		 cod. 00.11.242

IT- Materiali filtranti di alta qualità, contenuti in pratici 
barattoli richiudibili ed impermeabili, che mantengono 
inalterate le caratteristiche nel tempo. 
Scopri le caratteristiche sul sito www.newa.it.
FR- Matériaux filtrants de haute qualité. Un boîtier 
pratique se refermant, imperméable à l’eau, garantit le 
maintien des caractéristiques du matériau dans le temps.
Découvrez les fonctionnalités sur le site www.newa.it.
NL- Hoogwaardige filtermaterialen. De praktische 
hersluitbare en waterdichte bus zorgt ervoor dat de 
eigenschappen onveranderd blijven. Ontdek de functies 
op de website www.newa.it.

EN- The special quality of each different filtering 
material in the NEWA Aqua range is preserved over time, 
thanks to practical reclosable waterproof canisters.
See more details ol website www.newa.it
DE- Hochwertige Filtermaterialien;  die praktische, 
verschließbare und wasserundurchlässige Dose behält 
 ihre Eigenschaften im Laufe der Zeit unverändert bei. 
Entdecken Sie die Funktionen auf der Website www.newa.it.
ES- El práctico bidón que se puede cerrar e impermeable 
mantiene inalteradas las características a través del tiempo. 
Descubra las funciones en el sitio web www.newa.it.

(*)  
IT-   Componenti soggetti a consumo ed usura. 
EN- Components subject to wear and tear.
FR-  Composants sujets à usure.	
DE-  Verschleißteile componenten.	
NL-  Onderdelen aan slijtage onderhevig.
ES - Componentes sujetos a desgaste. 

Mod. NEWA Mirabello youngCodes

Ref. fig.1 page 3 MIR 30 YOUNG

   00.185.064  (EURO plug)

   00.185.206  (UK plug)

00.58.032

   00.58.030   ANTHRACITE
   00.58.031   WHITE  

   00.58.029   ANTHRACITE
   00.58.024   WHITE  

7445868

2617050

4020050

7445848

MIR 60 YOUNG

     00.185.064 (EURO plug)     

     00.185.206  (UK plug)

00.63.041

     00.63.040 ANTHRACITE

     00.63.042 ANTHRACITE

7481728

2617050

4020050

7445848

1

 2

 3

4

5   (*)

6   (*)

7

8
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MIR 30 YOUNG

MIR 60 YOUNG

3

4

1

1

2

3

5

4

2

6

8 
(4 x)

8 
(4 x)

5

6

NEWA Mirafilter
cod. 00.21.017

NEWA Therm eco
VTO100W 

NEWAMirascene
set of 4 decorative PVC panels
cod. 00.61.047

Professional LEDs for plants
cod. 00.63.038

OPTIONAL
Professional items for upgrading to NEWA MIRABELLO:

NEWA Mirafilter
cod. 00.21.017

NEWA Therm eco
VTO50W 

NEWAMirascene
set of 4 decorative PVC panels
cod. 00.61.047

Professional LEDs for plants
cod. 00.58.028

OPTIONAL
Professional items for upgrading to NEWA MIRABELLO:

Active Charbon pellets  cod. 00.11.230
Active Charbon granules cod. 00.11.231
Active Charbon mixture cod. 00.11.232
Anti-Phosphate cod. 00.11.240
Anti-Nitrate  cod. 00.11.241
Active-Zeolite  cod. 00.11.242

OPTIONAL
You can customize your filtration with NEWA Aqua media filter:

Active Charbon pellets  cod. 00.11.230
Active Charbon granules cod. 00.11.231
Active Charbon mixture cod. 00.11.232
Anti-Phosphate cod. 00.11.240
Anti-Nitrate  cod. 00.11.241
Active-Zeolite  cod. 00.11.242

OPTIONAL
You can customize your filtration with NEWA Aqua media filter:

7 
(additional 
upgrade kit)

7 
(additional 
upgrade kit)

Fig. 1

(*)  
IT-   Componenti soggetti a consumo ed usura. 
EN- Components subject to wear and tear.
FR-  Composants sujets à usure.	
DE-  Verschleißteile componenten.	
NL-  Onderdelen aan slijtage onderhevig.
ES - Componentes sujetos a desgaste. 
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MIR30 young-MF

1 (with carbon)

14

10

7

8

9

11

11

12

12

65

MIR60 young-MF

Mechanichem I

2 (no carbon)

1 (with carbon) 2 (no carbon)

BioFoam

10

9

8

7
14

Mechanichem II BioFoam4

3

5 6

17

18

20

19

20

19

17

18

13

13

16

21
OPTIONAL

16

21
OPTIONAL

Heater  NEWA Therm eco
VTO100W 

NEWAMirascene
set of 4 decorative PVC panels
cod. 00.61.047

Professional LEDs for plants
cod. 00.63.038

OPTIONAL     MIR70 young-MF
Professional items for upgrading to NEWA MIRABELLO:

OPTIONAL
You can customize
your filtration with 
NEWA Aqua 
media filter

OPTIONAL
You can customize
your filtration with 
NEWA Aqua 
media filter

Heater  NEWA Therm eco
VTO50W 

NEWAMirascene
set of 4 decorative PVC panels
cod. 00.61.047

Professional LEDs for plants
cod. 00.58.028

OPTIONAL   MIR40  young-MF
Professional items for upgrading to NEWA MIRABELLO:

Active Charbon pellets  cod. 00.11.230
Active Charbon granules cod. 00.11.231
Active Charbon mixture cod. 00.11.232
Anti-Phosphate cod. 00.11.240
Anti-Nitrate  cod. 00.11.241
Active-Zeolite  cod. 00.11.242

OPTIONAL
You can customize your filtration with NEWA Aqua media filter:

MIR30 young-MF

1 (with carbon)

14

10

7

8

9

11

11

12

12

65

MIR60 young-MF

Mechanichem I

2 (no carbon)

1 (with carbon) 2 (no carbon)

BioFoam

10

9

8

7
14

Mechanichem II BioFoam4

3

5 6

17

18

20

19

20

19

17

18

13

13

16

21
OPTIONAL

16

21
OPTIONAL

Heater  NEWA Therm eco
VTO100W 

NEWAMirascene
set of 4 decorative PVC panels
cod. 00.61.047

Professional LEDs for plants
cod. 00.63.038

OPTIONAL     MIR70 young-MF
Professional items for upgrading to NEWA MIRABELLO:

OPTIONAL
You can customize
your filtration with 
NEWA Aqua 
media filter

OPTIONAL
You can customize
your filtration with 
NEWA Aqua 
media filter

Heater  NEWA Therm eco
VTO50W 

NEWAMirascene
set of 4 decorative PVC panels
cod. 00.61.047

Professional LEDs for plants
cod. 00.58.028

OPTIONAL   MIR40  young-MF
Professional items for upgrading to NEWA MIRABELLO:

Active Charbon pellets  cod. 00.11.230
Active Charbon granules cod. 00.11.231
Active Charbon mixture cod. 00.11.232
Anti-Phosphate cod. 00.11.240
Anti-Nitrate  cod. 00.11.241
Active-Zeolite  cod. 00.11.242

OPTIONAL
You can customize your filtration with NEWA Aqua media filter:

MIR30 young-MF

1 (with carbon)

14

10

7

8

9

11

11

12

12

65

MIR60 young-MF

Mechanichem I

2 (no carbon)

1 (with carbon) 2 (no carbon)

BioFoam

10

9

8

7
14

Mechanichem II BioFoam4

3

5 6

17

18

20

19

20

19

17

18

13

13

16

21
OPTIONAL

16

21
OPTIONAL

Heater  NEWA Therm eco
VTO100W 

NEWAMirascene
set of 4 decorative PVC panels
cod. 00.61.047

Professional LEDs for plants
cod. 00.63.038

OPTIONAL     MIR70 young-MF
Professional items for upgrading to NEWA MIRABELLO:

OPTIONAL
You can customize
your filtration with 
NEWA Aqua 
media filter

OPTIONAL
You can customize
your filtration with 
NEWA Aqua 
media filter

Heater  NEWA Therm eco
VTO50W 

NEWAMirascene
set of 4 decorative PVC panels
cod. 00.61.047

Professional LEDs for plants
cod. 00.58.028

OPTIONAL   MIR40  young-MF
Professional items for upgrading to NEWA MIRABELLO:

Active Charbon pellets  cod. 00.11.230
Active Charbon granules cod. 00.11.231
Active Charbon mixture cod. 00.11.232
Anti-Phosphate cod. 00.11.240
Anti-Nitrate  cod. 00.11.241
Active-Zeolite  cod. 00.11.242

OPTIONAL
You can customize your filtration with NEWA Aqua media filter:

IT-   Componenti soggetti a consumo ed usura. 
EN- Components subject to wear and tear.
FR-  Composants sujets à usure.	
DE-  Verschleißteile - aan slijtage onderhevige componenten.	
NL-  Onderdelen aan slijtage onderhevig.
ES - Componentes sujetos a desgaste.	  

(*)  

NEWA Mirabello young-MF 

1 (*)

2 (*)

3

4 (*)

5

6

7

8 (*)

9

11

12

13  (3 pcs)

14

16

17

18

19

20

21  (4 pcs)

Codes

Ref. fig.1 page 3

OPTIONAL ITEMSSPARE PARTS

Mod. NEWA Mirabello

MIR30 young-MF

00.61.030

00.61.039

-

-

00.61.033

00.61.031

     00.48.076 (EURO plug)

     00.48.200 (UK plug)

00.48.070

00.48.063

00.48.080

00.48.078

00.48.069

00.48.068 

00.61.045

     00.185.064  (EURO plug)
     00.185.206  (UK plug)

00.58.028

  00.58.029  ANTRACITE
  00.58.024  WHITE  

  00.58.030  ANTRACITE
  00.58.031  WHITE  

00.61.047 

MIR60 young-MF

00.61.032

00.61.040

00.61.042

00.61.041

00.61.033

00.61.031

00.48.081 (EURO plug)

     00.48.201 (UK plug)

00.48.072

00.48.063

00.48.080

00.48.078

00.48.069

00.48.068

00.61.045

     00.185.064  (EURO plug)
     00.185.206  (UK plug)

00.63.038

00.63.039

00.63.040

00.61.047  

IT)   RICAMBI ED ACCESSORI		   
FR) PIÈCES DE RECHANGE ET ACCESSOIRES 
NL) RESERVEONDERDELEN EN ACCESSOIRES	

EN) SPARE PARTS AND ACCESSORIES			
DE) ERSATZ- UND ZUBEHÖRTEILE			 
ES) PIEZAS DE REPUESTO Y ACCESORIOS
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MIR30 young-MF

1 (with carbon)

14

10

7

8

9

11

11

12

12

65

MIR60 young-MF

Mechanichem I

2 (no carbon)

1 (with carbon) 2 (no carbon)

BioFoam

10

9

8

7
14

Mechanichem II BioFoam4

3

5 6

17

18

20

19

20

19

17

18

13

13

16

21
OPTIONAL

16

21
OPTIONAL

Heater  NEWA Therm eco
VTO100W 

NEWAMirascene
set of 4 decorative PVC panels
cod. 00.61.047

Professional LEDs for plants
cod. 00.63.038

OPTIONAL     MIR70 young-MF
Professional items for upgrading to NEWA MIRABELLO:

OPTIONAL
You can customize
your filtration with 
NEWA Aqua 
media filter

OPTIONAL
You can customize
your filtration with 
NEWA Aqua 
media filter

Heater  NEWA Therm eco
VTO50W 

NEWAMirascene
set of 4 decorative PVC panels
cod. 00.61.047

Professional LEDs for plants
cod. 00.58.028

OPTIONAL   MIR40  young-MF
Professional items for upgrading to NEWA MIRABELLO:

Active Charbon pellets  cod. 00.11.230
Active Charbon granules cod. 00.11.231
Active Charbon mixture cod. 00.11.232
Anti-Phosphate cod. 00.11.240
Anti-Nitrate  cod. 00.11.241
Active-Zeolite  cod. 00.11.242

OPTIONAL
You can customize your filtration with NEWA Aqua media filter:

Fig. 1
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Fig. 2  

Fig. 7

Fig. 4  Fig. 3  Fig. 5 

Fig. 1  MIR60 young
MIR60 young-MF

 MIR60 young-MF

MAX 

MIR30 young
MIR30 young-MF

MAX 

MIR60 young
MIR60 young-MF

MIR30 young
MIR30 young-MF

Fig. 11

Fig. 8 Fig. 9

Fig. 10

Fig.  6C Fig. 6B  Fig. 6A  
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Fig. 12 Fig. 13

Fig. 15 Fig. 16MIN
MAX

Fig. 14

Fig. 17  

Fig. 26

Fig. 29

Fig. 30 Fig. 31

Fig. 27 Fig. 28

Fig. 27 Fig. 28
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EN		    Operating Instructions 
Contents
I.		  IMPORTANT SAFETY REGULATIONS			   page 10
II. 		  TECHNICAL DATA	 		                          	page 11
III. 		  UNPACKING AND PRELIMINARY CHECKS		  page 14 
IV.		  WHERE TO POSITION THE AQUARIUM		  page 14   
V. 		  INSTALLING AND SWITCHING ON THE AQUARIUM	 page 14 
VI.		  OPERATING AND CLEANING 			   page 15
VII.		  MAINTENANCE				    page 31	
VII.		  TROUBLESHOOTING				    page 15
VIII.		  CORRECT DISPOSAL OF THE PRODUCT	 	 page 16
IX.		  WARRANTY					    page 16
		  SPARE PARTS AND ACCESSORIES			   page 3

I. IMPORTANT SAFETY REGULATIONS
This appliance is intended for use as a fresh or marine water aquarium in homes. Any other use is not permitted 
and therefore the manufacturer shall not be held liable. NEWA Mirabello complies with safety regulations 
EN60598-2-11, the pump complies with the EN60335-2-41 standard. The aquarium has been designed and made 
in order to guarantee safe use throughout its life cycle. Nevertheless, improper use of the aquarium (use not 
compliant with the provisions of this manual) may cause damage to the aquarium and compromise user safety. 

  WARNING: the symbol on the label of NEWA Mirabello young   indicates that you must thoroughly read this operating 
instruction manual before starting up, operating or carrying out any maintenance operations on the appliance.
WARNING: during installation and maintenance, disconnect the aquarium and all its accessories from the electrical mains. Do 
not connect the aquarium to power sockets unless it is completely filled with water.
To avoid any kind of accident, carefully follow the simplest safety provisions and the following warnings: 
1) CAUTION: This appliance can be used by children aged from 8 years and above and persons with 
reduced physical, sensory or mental capabilities or lack of experience and knowledge if they have been 
given supervision or instruction concerning use of the appliance in a safe way and understand the 
hazards involved. Children shall not play with the appliance because this is not a toy. Cleaning and user 
maintenance shall not be made by children without supervision.
2) WARNING: turn off and disconnect all the electrical equipment in the aquarium before carrying out 
any maintenance tasks.
3)  The power cord must not be repaired or replaced. If it is damaged, replace the entire accessory 
(pump). If the power cable for the aquarium light is damaged, the entire light unit must be replaced. 
4) Read the warnings and observe the symbols on the labels of all electrical appliances and in the instructions.
5) Pour in the water up to the desired level, making sure that the maximum water level does NOT exceed the indicator on the 
upper edge to the aquarium (fig. 1).
6) Check that the voltage printed on the label inside the aquarium lid, on the pump and also on the heater, if included, to make 
sure it corresponds to the main power supply.
7) Do not insert the plugs of the appliances before completely filling the tank with water.
8) Check that all the electrical accessories have no knocks or marks indicating falls or crushing. 
9) The power supply cables should be inserted in the socket so that a part of the cable forms a loop at a lower level than the 
socket. This will prevent water droplets from entering the socket (Fig.2) by running along the cable.
10) Always disconnect the plugs when the aquarium is not in use, before inserting or removing its components and before 
cleaning. Do not try to disconnect from the socket or the plugs of the appliances by pulling the cable, but disconnect it by hand.
11) Do not touch the power plugs with wet hands or touch the plugs with your bare hands if they are wet.
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12) If the aquarium is within children’s reach, take special precautions and check correct installation and operation several times.
13) The maximum water temperature conveyed from the pump must not exceed 35°C.
14) The aquarium must not run dry.
15) The aquarium has glass components. Handle it with care and position it according to the instructions given in this manual, 
avoiding placing the tank directly on its edges.
16) Do not place the aquarium on tilting surfaces (Fig. 10).
17) After installation, do not move the aquarium. If necessary, only move it if the tank is completely empty.
18) Each component is an integral pa rt of the aquarium and must not be used with other products.
19) Do not use the aquarium for food use.
20) Do not use the aquarium as a terrarium.
21) Do not use the aquarium if it is damaged and /or dismantled.
22) Do not damage and/or remove the seal on the couplings of the glass panels of the tank.
23) Do not place rocks, stones or other heavy ornamental elements directly on the bottom of the tank.
24) Do not position any objects on the aquarium.
25) It is important for the aquarium, just like all other electrical appliances, to be protected upstream by a special differential 
safety switch (safety cutout) with a trip current of Idn < 30 mA.
26) We recommend to switch-off the lamp off during maintenance and never fix it when it is on.
KEEP THESE INSTRUCTIONS FOR FUTURE REFERENCE.

II.  TECHNICAL DATA	           young		        young-MF
Version 	 (220-240V, 50Hz)	 MIR30 young	 MIR60 young	 MIR30 young-MF 	    MIR60 young-MF
Dimensions	 Height (mm)	 333	 377	 333		     377 
	 Width (mm)	 427	 624	 427		     624 
	 Depth (mm)	 266	 325	 266		     325

Weight	 Dry (Kg)	 6,2 	 10,5	 7,8 		    12,5

Capacity	 Volume (L)	  30	 60	 30		     60

Pump	 Flow rate (L/h)	 160-300 	 210-440 	 80-250 		     140-350
	 Power (W)	 4,5 	 4,7 	 4		     5

Lighting 	 Rated input (W)	 3,1	 5,5	 3,1		     5,5
	 Lumen (lm)	 309	 522	 309		     522
	 Kelvin (K)	 6340	 6122	 6340		     6122

III.  UNPACKING AND PRELIMINARY CHECKS 
a. Open the packaging.
b. Take out the aquarium, handling it with care;
c. Place the aquarium on a smooth flat surface;
d. Dispose of the packaging materials in compliance with current regulations in the country of disposal;
The NEWA Mirabello young   aquarium has been packaged so that it can withstand normal knocks and pressures during transport. 
However, excessive knocks or incorrect handling may cause damage to the aquarium therefore we recommend you follow these 
warnings in order to check that the tank is watertight:
• Place the tank on a dry horizontal surface, on a layer of fabric sheeting or sheets of newspaper.
• Fill the tank with water and carefully check each side. Check that there are no leaks by wiping along the outer edges of the glass 
panel couplings with a dry cloth (Fig. 3).
• If there are leaks, take the aquarium to the dealer so that it can be carefully checked or replaced.
WARNING: do not empty the aquarium by lifting or tilting it, as it may break! (Fig. 4).
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IV.  WHERE TO POSITION THE AQUARIUM 
WARNING: carefully read and strictly follow these instructions.
a. Position the aquarium (tank and base) on a solid support, which is appropriate for bearing the maximum intended weight of 
the aquarium (see technical data), with a smooth, clean and level support surface.
b. Check that the support surface is perfectly horizontal; otherwise the water level in the aquarium will tilt.
c. Do not position the aquarium on tilting surfaces.
d. Position the aquarium near at least a couple or more power sockets, following the safety instructions.
e. Position the aquarium away from sources of heat and cold draughts such as stoves, radiators, fireplaces and windows (Fig. 5).
f.  Do not position the aquarium near a television, radio or other electrical appliances that should be protected from splashes of water.
WARNING: direct or diffused yet intense sunlight (rooms with many windows) encourage the hypertrophic growth of algae, 
which can prevent the growth of plants higher up and jeopardise the biological balance of the aquarium. The correct amount of 
light should only be provided by the lighting system in the aquarium.

V.  INSTALLING AND SWITCHING ON THE AQUARIUM
V.a   CLEANING THE TANK 
Carefully clean the inside of the tank using a damp cloth and a clean sponge. 
Do not use detergents or sponges that have come into contact with soap, solvents or other chemical substances.

V.b  STARTING OPERATION
MIR30 young / MIR60 young: Open the cover. Pass the power cables of the pump, lamp and any heater (not included) through 
the appropriate cable clamps on the aquarium lid. While holding the aquarium lid open firmly with one hand, remove the cable 
passage protection cover by pulling it toward yourself (fig. 6C). Extract the plugs and the power cables. Insert the power cables 
into the cable ties on the aquarium lid. Reposition the previously removed protective cover.
MIR30 young-MF: Use special supports located on the upper frame to fix the filter (Fig. 6B).  Lock the power cables of the pump, 
of the LED lamp and of the heater in their specific cable ties on the lid. While holding the aquarium lid open firmly with one hand, 
remove the cable passage protection cover by pulling it toward yourself (fig. 6B). Extract the plugs and the power cables. Insert 
the power cables into the cable ties on the aquarium lid. Reposition the previously removed protective cover.
MIR60 young-MF: locate the place chosen to attach the filter, bearing in mind that it is possible to apply it on 2 sides of the 
aquarium, excluding the front glass and the side of with sliding opening for feeding (fig. 6A). Then hook the filter to the filter 
supports in the upper frame (fig. 6B). Lock the power cables of the pump, of the LED lamp and of the heater in their specific cable 
ties on the lid. While holding the aquarium lid open firmly with one hand, remove the cable passage protection cover by pulling 
it toward yourself (fig. 6C). Extract the plugs and the power cables. Insert the power cables into the cable ties on the aquarium 
lid. Reposition the previously removed protective cover.

V.c   FILTERING
THE FILTER IS A “CLOSED CYCLE” PURIFICATION SYSTEM THAT MAKES THE AQUARIUM TOTALLY INDEPENDENT FROM CONNECTIONS 
WITH WATER INLETS AND OUTLETS (Fig. 7). The filter is an essential tool for operating the aquarium. Without it, the water would 
need to be changed very often. The powerful and effective filter is intended to circulate and “clean” water, trapping suspended 
impurities and invisible dissolved substances derived from animal excrement, dead leaves and food debris.

V.d   ACTIVATION OF FILTERING CARTRIDGES (MIR30/60 young-MF)
Biofoam: Slightly rinse the sponge with warm water and install it back.
Mechanichem: Do NOT rinse the filter cartridge containing the activated pre-conditioned carbon.

V.e  PUMP-FILTER CUSTOMIZATION (MIR30/60 young-MF)
The pump / filter has its own housing to place the filtered materials. We recommend the use of filtering materials from the 
NEWAQUA line. 
To insert these materials, follow these steps:
Remove the pump along with its case for additional filtering by controlling the first rotation of the water drain reflector to the 
internal part (Fig. 12). Separate the pump from the housing and remove the grid cover (Fig. 13).
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V.f   PUMPING CAPACITY REGULATION (MIR30/60 young-MF)
Typically, the pump capacity is adjusted to the maximum power. It is necessary to adjust the specific mechanism to verify or 
change the performance (Fig. 14).

V.g   AERATION SYSTEM (MIR30/60 young-MF)
If desired, it is possible to initiate the ventilation system built into the pump to improve oxygenation and gas exchange. To do 
so, follow these simple steps:
• Open the bag contacting the ventilation system, assemble all the component parts of the pressure-regulating filter and connect 
it to the elastic tube (Fig. 15).
• Open the AIR cap located under the pump and insert the elastic tube into the hole (Fig. 16).
• Set the desired air pressure, lock the mechanism and the connection tube to the special clamps located under the internal unit 
cap (Fig. 17).

V.h   SWITCHING ON THE AQUARIUM 
1. Insert the plugs into the power sockets, carefully following the safety instructions given in Chapter I. From this point onwards, 
the power supply cables should not be disconnected unless regular cleaning or maintenance operations are to be carried out.
2. Check that the various appliances are operating (in the event of a fault, see Chapter VII):
• Water should come out of the pump outlet;
• When the lights buttons are pressed, they should switch on.
3. Proceed with adding any fish according to your own experience and complying with the “good practice” regulations for 
aquariums.

VI.  OPERATING AND CLEANING
EVERY WEEK: 
a. Clean the inside of the aquarium glass panels with a magnetic brush (not included) to remove the patina of algae (Fig. 8).
b. Clean the LED lighting system protection with a sponge or a wet cloth (Fig. 9).
c. Check the water level. If it is too low, top it up to the required level with water at about the same temperature as the water in 
the aquarium.
d. Check the water temperature using the immersion thermometer provided.
EVERY MONTH: 
a.  Replace the carbon filter by choosing from those available in the “NEWA AQUA media filter” range.
EVERY 3 MONTHS: 
a. Rinse the foam cartridge using the aquarium water, so that the bacterial colonies are preserved.
b. Clean the bottom of the aquarium by gently sucking up any deposited sediment. It is advisable to use the NEWA Power Gravel 
Cleaner gravel cleaning set. This operation should be done with great care in order not to uproot any plants or leave any roots 
uncovered.
c. Remove any deposits from the rotor and the pump impeller.

CLEANING  NEWA Mirafilter (NEWA Mirabello young-MF): 
REPLACING THE FILTER CARTRIDGES 
To maintain maximum performance of filters and ensure the best conditions for the water in your aquarium, it is advisable to 
regularly replace the filter cartridges following the times specified in Chapter VI. The Mechanichem and Biofoam filter cartridges 
are specifically designed to be replaced with the utmost ease, without having to stop the filter or get your hands wet.
To carry out this operation correctly, proceed as follows:
1. Open the lid of the filtering area and remove the filter cartridges that you want to replace, taking them by the special handle.  
Dispose of them in compliance with the regulations in force in the country of disposal.
2. For the Mechanichem chemical filter cartridge: remove it from its packaging and insert the new filter cartridge into the 
filtering department.
3. For the Biofoam biological filter: remove the sponge filter from its packaging and insert it in the support frame. Replace the 
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filter cartridges.
4. Put the lid back on the filtering compartment.

CLEANING THE ROTOR
WARNING: Disconnect all electrical devices of the aquarium from the power grid.
To clean the rotor turbine pump perform the following steps:
1) Remove NEWA Mirafilter cover and disconnect the ventilation tube from the pump.
2) Spin the pump outlet reflector to the inside part of the filter (Fig. 26).
3) Separate the pump from the case and put it aside (fig. 28).
4) Move the magnetic rotor close to the turbine by opening and disconnecting the chamber from the turbine (Fig. 29).
5) Remove the magnetic rotor along with the turbine chamber; clean them with a brush and plain water. If they are covered with 
lime, leave them in diluted acetic acid for 15-20 minutes before brushing. Rinse carefully.
WARNING: Do not use acid or solutions different from diluted acetic acid as they can be toxic for fish.

MAINTENANCE OF THE VENTILATION SYSTEM
Follow these simple instructions to clean the ventilation system of the pump:
A) Implement paragraphs 1-5 relating to cleaning the rotor turbine.
В) Use a plastic wire packed with service details and insert it into the hole of the motor shaft (Fig. 30).
С) In the event of any difficulties make Mirabello efforts. If this fails, try to gently insert the steel wire of suitable diameter. 
D) If this action has led to the failure, it is necessary to put the pump housing into the diluted acetic acid and then try to clean it 
with a wire. To do so, it is necessary to release the cord pump and to remove the locking mechanisms (Fig. 31).

VII.  TROUBLESHOOTING 
If installation has been carried out correctly and the electrical accessories are operating normally, it is unlikely that any 
technical problems will arise. If they should, consult an installer specialised in electrical appliances or contact the aquarium
product dealer to make a careful check or to replace the aquarium.

FAULTS CAUSES SOLUTIONS

The cover does not remain 
properly closed.

The cover does not remain properly closed.
Apply specific pads on a movable part or along 
the perimeter of the support, making it finally 
completely horizontal (Fig. 10).

The perimeter of the support is not 
horizontal.

Contact your local dealer

The lighting system are not 
in operation

The lighting system is not connected to 
the mains power supply socket or the jacks 
between the power supply and the LED 
hood cable are not properly connected.

Connect the plug to the electrical socket 

A temporary black out ---

The lighting system is not operating 
correctly Contact your local dealer

Limited or no water flow

The flow pump is not connected to the 
electrical socket Connect the plug to the electrical socket 

The filter cartridge is clogged Rinse or replace the filter cartridge

The pump is clogged due to dirt or wear 
and tear on the rotor Carry out maintenance on the pump.

The pump is not operating correctly Contact your local dealer
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VIII.  CORRECT DISPOSAL OF THIS PRODUCT  (WASTE ELECTRICAL & ELECTRONIC EQUIPMENT) 

           2012/19/UE (EN50419) 
(Applied in European Union and countries, where the separate waste collection system is in force).

Please dispose of this equipment (plastic, glass, etc.) separately from other waste according to local legislation. The glass cover 
of the case and electrical appliances should be disposed of separately. According to the directive on the ‘RAEE’, electrical and 
electronic equipment should be recyclable as described in this pharagraph. Disconnect the unit from the electric network before 
removing parts from the aquarium. Make sure it is empty. 
ATTENTION: To release the lid with the lighting fixture from the glass tank, you must open the aquarium lid and extract both 
hinge pins on the lid. While keeping the lid steady, lower the pins, one at a time, by rolling them down and then pushing them 
to the left until they are extracted (fig.11). Then release the lid. 

This marking shown on the product or its literature, indicates that it must not be disposed with other household wastes at 
the end of its working life. To prevent possible harm to the environment or human health from uncontrolled waste disposal, 
please separate this from other types of wastes and recycle it responsibly to promote the sustainable reuse of material resources.
• Household users should contact either the retailer where they purchased this product, or their local government office, for 
details of where and how they can take this item for environmentally safe recycling. Check with the distributor (depending 
on its activities) if they can collect WEEE even without the condition of purchasing a new appliance. •  Business users should 
contact their supplier and check the terms and conditions of the purchase contract. This product should not be mixed with other 
commercial wastes for disposal. • Illegal release of wastes by the user implicates administrative actions in accordance with the 
effective legislation.

IX.     WARRANTY
This product is guaranteed, in compliance to European directive 1999/44. As fee from faults both in materials and workmanship for a 
period of 24 months from date of purchase. If the product fails to operate correctly within the first two years of the date of purchase, 
return it to the retailer where it was purchased. The product shall be replaced free of charge. During the period of warranty the product 
shall be replaced if: 1) The product is returned carefully packaged and has not been damaged intransport. 2) Proof of purchase is 
supplied along with a detailed explanation of reasons for the claim. The warranty is subject to the following restrictions and conditions: 
1) The warranty does not cover accidental damage or breakage. 2) Replacement of the product in no way represents admission of 
responsibility. 3) The warranty is not valid in the case of improper use, and does not cover damage caused by tempering or negligence 
on the part of the purchaser. 4) The warranty is not valid for components subject to wear and tear, see (* on page 2-4 ).

KEEP THESE INSTRUCTIONS.




